IKO N VKL sarjapelit & Valtakunnansarjat

BUILT FOR BOWLING

Oil Pattern Distance 42 Reverse Brush Drop 28 Oil Per Board 40 ul
Forward Oil Total 11.24 mL Reverse Oil Total 9.28 mL Volume QOil Total 20.52 mL

START STOP LOADS SPEED CROSSED START EMD FEET TOIL
1 3L 2R E] 18 105 0.00 510 5.10 4200
2 8L 8R 2 18 50 5.10 10.20 5.10 2000
3 oL aR 2 18 46 10.20 15.30 5.10 1840
4 10L  10R 2 18 42 15.30 20.40 5.10 1680
5 11L  11R 2 22 38 20.40 26.60 620 1520
6 2L 2R o 22 0 26.60 42.00 15.40 o
START STOP LOADS SPEED CROSSED START EMD FEET T.OIL
1 2L 2R o 26 0 42.00 28.00 -14.00 o
2 11L  11R E 18 57 28.00 20.40 -7.60 2280
3 10L  10R E 18 63 20.40 12.80 -7.60 2520
4 9L aR 2 18 46 12.80 7.70 -5.10 1840
5 4L 4R 2 18 66 7.70 2.60 -5.10 2640
6 2L 2R o 14 0 260 0.00 -2.60 o
KEGEL - ICE
tem JL-TLABL-1ER | BL2L18L-18R 13L-17L:1BL-18R 18L-18R:17R-13R | 1BL-18R:1ZR-ER | 1BL-1BR.TR-3R
Description |Dutside:Midd|e MiddleMiddle |InsideMiddle  |Middle: Inside MiddleMiddle |Middle:Qutside
Track Zone Ratio 457 138 1 1 138 457
E forward [ Ravers
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